CITY OF MONTGOMERY BUILDING INSPECTIONS COMMERCIAL
FOUNDATION/SLAB INSPECTION CHECKLIST

Commercial foundations are inspected in accordance with engineered stamped approved plans.
Vegetation Removed.

Plumbing Installed.

Ground RodInstalled.

Sanitary Facilities Present and Adequate: Follow International BuildingCode, Section 3305.1.



CITY OF MONTGOMERY BUILDING INSPECTIONS COMMERCIAL
FRAMING INSPECTION CHECKLIST

o Verify Address: Ensure it's posted correctly per code.

e Erosion Control Compliance: Follow standard operating procedures.

e Sanitary Facilities: Verify availability.

e Review Plans: Must have stamped plans on-site for all inspections.

e Construction Type: Check per stamped plans (IBC Chapter 6 allowances) for combustibles in types 1-5
construction.

e Masonry Construction: Verify hollow/reinforced as applicable.

e Doors: Ensure proper swing, clear opening, and pull-side minimum dimensions.

e Sprinkler System: Confirm requirement via review letter and plans.

e Fireblocking/Draft Stops: In place for combustible construction per IBC 708.4.3

o Treated Wood/Termite Resistance: Verify as per plans.

o Fire Ratings/Separations: Walls, shafts, etc., per stamped plans, covered one side only.

e Tenant Separation: Mixed occupancy separation, party walls, etc per stamped plans. Ensure compliance
with IBC 402.4.2.1 and 708.1, covered one side only.

e Penetrations: Address in rated walls (e.g., wall cavities, electrical boxes).

e Structural Integrity: Floor, wall, ceiling, beam, and roof construction.

e Wood Frame: Verify connections, joist hangers, ledgers. Ensure compliance with nailing patterns IBC
Chapter 23.

e Wall Bracing per IBC 2308.10.

e Cutting/Notching: Check walls, ceiling joists, engineered products, rafters. Ensure compliance with IBC
2308.6.

e Stair Dimensions: Ensure compliance per IBC Chapter 10

e Room Sizes: Verify per approved plans and IBC Chapter 12.

e Accessibility: Confirm grab bar blocking locations.

e Fire Separation: Verify ratings and distances (IBC Chapters 6, 7).

e Thermal Envelope: Check compliance for roofs/crawlspaces per drawings.

e Flashing: Inspect around windows, doors, roof intersections, and chimney.

e WallTies: Ensure proper spacing for brick veneer construction (32" horizontal, 24" vertical).

e Issue Resolution: Discuss findings with the superintendent and note on inspection notice.



CITY OF MONTGOMERY BUILDING INSPECTIONS ABOVE CEILING
INSPECTION CHECKLIST

Verify Address: Ensure address is correct and posted per code.

Plans Review:

Obtain and review Plans Coordinator stamped plans and review letter.

Plans must be on-site for all inspections.

Confirm all construction complies with stamped plans and review letter.
Separation Walls:

Verify all penetrations of separation walls, fire-rated assemblies, and party walls are sealed with approved
materials.

Check for proper head-of-wall joints and wall rating identification above the ceiling.
Above-Ceiling Inspections: Ensure other trades' inspections are properly approved or arranged.
Concealed Space Combustibles: Verify construction within plenum requirements.
Specific Components:

Shaft enclosures (stairs, elevators, exit passageways): Refer to 707.3.1, 707.3.4.
Horizontal exits: Refer to 707.3.5.

Exit access corridors: Refer to 707.3.3.

Fire walls: Refer to 706.

Fire barriers: Refer to 709.

Rated fire partitions: Refer to 708.

Penetrations: Refer to 714.

Fire-resistant joint systems: Referto 715.

If Issues Are Found:

Discuss with the superintendent.

Document issues on the inspection notice.



CITY OF MONTGOMERY BUILDING INSPECTIONS COMMERCIAL
FINAL INSPECTION CHECKLIST

General Requirements:

Verify address and ensure it is posted correctly per code.

Obtain and review stamped plans and review letter (must be on-site for all inspections).
Construction compliance with stamped plans and review letter.

Hardware and finishes installed per stamped plans.

Locking of doors in means of egress through intervening rooms and spaces.
Egress pathways and doors must be code-compliant.

Note: Door swings not over 50% during opening and 7” clearance when fully open.
Safety and Accessibility:

Exit enclosures, corridors, and encroachments.

Special doors/gates (e.g., coiling overheads, basement obstruction).

Door signs, swing, opening force, and landings.

Exit signs/emergency lights.

Fire protection:

Portable fire extinguishers (size and distribution).

Smoke detectors (location and interconnection).

Carbon monoxide detection (location).

Rated doors and closing devices (proper latching if in rated wall).

Roof access.

Special illumination of stairways.

Accessible means of egress (path through building/access to exits/exit discharge).
Areas of refuge/rescue assistance identified.

Compliance with accessible and usable building standards (ICC A117.1-2009).
Finishes and Inspections:

Bathroom finishes (IBC Chapter 12).

Interior finishes: Walls, ceilings, floors, trim (Chapter 8).

Energy certificate on file.

Exterior grade, landings, sidewalks.

Exterior guardrails, handrails, drop-offs.

Thermal envelope completion:

Attic insulation/sealing around doors and windows.

Special inspection reports:

Spray-on fire protection, smoke control, testing.

Smoke and heat removal (vents: mechanical/natural).

Fire command centers (911).

Finalinspections by other trades and departments (approved or arranged).
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